
LABELS CAN BE REMOVED FAST WITHOUT 
LEAVING ANY RESIDUE

THE ADVANTAGES OF 
WATER-SOLUBLE LABELS
 Can be removed without leaving any residue
No residue left on the surface or in the dish-
washer after cleaning.

 Labels dissolve quickly in water 
Labels dissolve entirely in a very short period of 
time without any physical action required.

 Contain no hazardous materials
Label material is BPA- and BPS-free and certified 
in accordance with FDA 175.105.

 Substrates can be cleaned quickly
No additional cleaning is necessary as the sub-
strate is clean the very first time.

 Reduces labour costs
Water-soluble labels can be removed fast. This 
speeds up the work process.

  Meto labels 
      dissolve 
in water

Do you often have difficulty removing labels from your washable 
containers, including glass, porcelain, metal and plastic items, 
and end up having to laboriously scrape them clean? Now Meto 
can offer you a new label material for hand-labellers and thermal 
transfer printing that quickly dissolves in water.

The material is perfectly suited for reusable boxes of all kinds, 
as well as for items made of glass and plastic, metal devices, 
laboratory equipment that has to be cleaned after use, and 
retention samples in the food industry. Typical examples also 
include recyclable boxes and airline catering dishes. Washable 
containers are free from label material and adhesive after they 
have been cleaned.

Thanks to the quick and easy cleaning step, the work process is 
significantly faster. They also eliminate the risk of clogged drains 
or filters as a result of paper waste or adhesive residue.



Upper material Paper

Product uncoated

Weight 60 g/m2

Thickness 80 μm

Applications Universal identification and labelling applications

Adhesive 10 permanent

Type Universal adhesive, permanent adhesive effect, water-soluble

Composition Acrylate, solvent-free

Properties Compound label upper material and adhesive can be entirely dissolved in cold water.

Adhesion temperature +10 °C

Usage temperature -40 °C to +100 °C

Approvals The adhesive layer has been approved for use in direct contact with dry foods.

Service life One year from the date of manufacture at +20 °C and 50 % relative humidity. Longer storage 
at higher temperatures and/or higher relative humidity will result in a reduced service life.

WATER-SOLUBLE LABELS 

Uncoated paper, universal adhesive, permanent adhesive effect, water-soluble

For Meto PrintHybrid in the standard sizes:  
40x15, 40x24, 40x27, 40x40, 49x27, 49x38,  
49x68, 49x83 mm, and 40 mm or 50 mm round.

Other sizes and pre-print possibilities available  
on request.

For the Meto hand-labellers Meto Eagle and ProLine 
22x12, 22x16, 26x12, 26x16, 32x19, 29x28,  
36x35 mm and 33 mm round.

Pre-print possibilities available on request.
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